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Specifications :
Voltage rating: 250V AC / DC
Current rating: 3A  AC / DC
Withstanding voltage: 650V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥100MΩ
Contact resistance: ≤30mΩ
After environmental testing：≤60mΩ
Suitable SESO  Terminal：2010T
Suitable SESO  Wafer：2010WRS / 2010WR
"   " Critical dimension

02

Series No.
Category: H-HSG 
Welding Board Angle: Blank-Ordinary 
Row No.-Pin No Per  Row: XX-02~12P  
Special No.: Blank-Ordinary
Material: PT-PBT 94V-0
Color: BK-Black
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2.00 mm Crimp Style Connectors
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Specifications :
Voltage rating: 250V AC / DC
Current rating:  3A  AC / DC
Withstanding voltage: 650V AC/minute
Temperature range: -40°C~+105°C 
Insulation resistance:≥100MΩ
Contact resistance: ≤30mΩ
After environmental testing：≤60mΩ

Used In SESO  Housing：2010H
"   " Critical dimension

2010 T X-P SN X-X

Series Number
Category: T-Terminal
Shape：Blank-Ordinary    H-High Crimp
Material：P-Phosphor bronze
Plating code: SN-Bright tin
Plating method：Blank-Stamping before plating

B-Plating before stamping
Mold No./Mark/Special No. : Blank-Ordinary
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2.00 mm Crimp Style Connectors

2010WRS-XX-PPSNBKR
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Specifications :
Voltage rating: 250V AC / DC
Current rating: 3A  AC / DC
Withstanding voltage: 650V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥100MΩ
Contact resistance: ≤30mΩ
After environmental testing: ≤60mΩ
Material(Pin): Brass
Material(Solder Tabs): Brass
Mates With SESO  Housing：2010H
"   " Critical dimension

Series No.
Category: W-wafer  
Connector  Type: R- Right Angle 90°
Mouting Type: S-SMT   
Row No.-Pin No Per  Row:  XX-02P~14P
Plug the Pin & Special No.: 
Material：PP-PPS 94V-0  
Plating  Code:  SN-Bright tin 
Color:  BK-Black
Packing : R-Reel 
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2.00 mm Crimp Style Connectors
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Specifications :
Voltage rating: 250V AC / DC
Current rating: 3A  AC / DC
Withstanding voltage: 650V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥100MΩ
Contact resistance: ≤30mΩ
After environmental testing：≤60mΩ
Material(Pin): Brass
Mates With SESO  Housing：2010H

Series No.
Category：W-wafer  
Connector  Type: R- Right Angle 90°
Mouting Type:  Blank-DIP   
Row No.-Pin No Per  Row:  XX-02P~14P
Plug the Pin & Special No.: 
Material:  PP-PPS 94V-0  
Plating code:  SN-Bright tin plating 
Plating code:  BK-Black
Packing: R-Reel 
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